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Attention: 
Before you begin, be certain that the magazine is removed and the chamber is clear.  

You will need a 5/64” allen wrench (included), a 1.5 mm allen (included), and a small flat head screw driver. 
 

 
 
 
1. Remove the slide, recoil spring and barrel. 
 
 
 

 
 
 
 
2. Remove the original front sight using the 5/64” allen wrench. 
 
 
 

 
 
3. Locate the included 2.5mm screw. (Do not use the original  
screw to install the new fiber sight - the thread size is different) 
 
 

 
 
4. Place the sight into the slotted hole in the slide with the serrated face 
toward the rear of the firearm.  
 
5. Install the brass washer on the screw and firmly tighten the screw using 
the 1.5 mm allen wrench while keeping sight in proper alignment. 

 
 
6. Picture of installed front fiber sight  
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7. Remove the flat head screw from the rear sight using a
screwdriver.

8. Slide factory sight out of dovetail from left to right.

9. Slide the new Tandemkross rear sight into the dovetail
from right to left and center the sight in the dovetail. Tighten
the set screws evenly using the short 1.5 mm allen wrench
on both left and right side.

10. Use the center screw on the top of the sight to adjust for elevation. Turning the screw
clockwise will shift the point of impact down, turning the screw counterclockwise will shift the
point of impact up.

11. The screw on the right side of the rear sight is for adjusting the windage. Turning the 
windage screw clockwise will shift the point of impact to the right and turning the windage 
screw counterclockwise will shift the point of impact to the left.

12. Enjoy your new TANDEMKROSS Eagle Eye Sights for the Taurus™ TX22!


