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Attention:
Before you begin, be certain that the magazine is removed and the chamber is clear.
Follow all safety precautions and double check that your firearm is SAFE.

You will need a 5/32” allen wrench and/or torque wrench with 5/32” hex bit for
removing stock, T10 torx wrench (included) for rotary safety levers, 1.5mm
hex wrench (included) for adjusting trigger weight, overtravel, pretravel

1. Verify that the bolt is all the way forward.

2. Remove the barrel band and loosen the
takedown screw with 5/32” allen wrench

3. Center the linear safety to facilitate the removal of the
receiver from the stock. Remove receiver from stock

4. Push receiver cross pins out of receiver
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5. Unscrew the toolless Bolt Keeper button

6. Remove the rotary safety levers from both sides
of the trigger housing using the supplied T10 Torx
key.

7. Adjust the weight of the trigger pull by turning
the setscrew according to the chart below. Factory
setting is approximately 2.75 lbs. Turning the set
screw clockwise with your 1.5mm hex key
increases trigger pull weight. Trigger pull weight
must be adjusted prior to installing the trigger pack
into the receiver. Pull Weights are approximate
and should be checked with a trigger pull gauge
when appropriate. Do not overtighten or trigger will
be inoperable.



8. With the hammer cocked back, align the trigger
pack with receiver holes. Install receiver pins. The
1.5mm setscrew above the left side of the trigger
guard (pictured) reduces the amount of trigger
travel before the rifle fires (pre-travel). The easiest
way to adjust this is to use the short end of the
included allen wrench and turn the screw
clockwise so that it threads diagonally through the
trigger housing. Adjust until there is approximately
1–2mm of initial takeup before sear engagement is
felt. If overtightened, the trigger will fail to reset. If
that happens, back off this screw until trigger reset
is restored.



9. Re-install safety levers to each side of the
trigger pack with torx wrench.

10. Re-install Bolt Keeper knob

11. The setscrew in the face of the trigger shoe
eliminates the excessive rearward movement of
the trigger after the pistol has already fired
(post-travel). Use your 1.5mm allen wrench and
turn it clockwise until your trigger feels good to you
and it still allows the sear to reset. If the pistol
won’t dry fire, back the screw out counterclockwise
until it is able to.

You have successfully completed the installation of your TK “Manticore” drop-in trigger system.
Enjoy!


